
Part Number Description

018-045 Fuse Holder 10x38 (1000V DC)

018-056 Fuse Holder 10x85 (1500V DC)

018-067 10A (10x38) Fuse (1000V DC)

018-044 15A (10x38) Fuse (1000V DC)

018-062 20A (10x38) Fuse (1000V DC)

018-055 15A (10x85) Fuse (1500V DC)

Technical Information APV-30 Series Fuse Holder & Fuse Links:

• Fuse Holder Size: 80x18x61mm
• Rated Voltage: 1000Vdc (30A)
• Rated Current: ≤ 32A
• Breaking Capacity: 20kA
• Class of Operation: gPV
• Working Temperature: -40°C+90°C

• Fuse Size: 10x38mm
• Rated Voltage: 1000Vdc (2 to 30A)
• Rated Current: 2 to 30A
• Breaking Capacity: 20kA
• Class of Operation: gPV
• Minimum interrupting rating: 2 x ln
• Time constant: 1-3 ms

Technical Information APV-30L Series Fuse Holder & Fuse Links:

• Fuse Holder Size: 130.3 x 19.5 x 68.4mm
• Rated Voltage: 1500Vdc (30A)
• Rated Current: ≤ 32A
• Breaking Capacity: 20kA
• Class of Operation: gPV
• Working Temperature: -40°C+90°C

• Fuse Size: 10x85mm
• Rated Voltage: 1500Vdc (2 to 30A)
• Rated Current: 2 to 30A
• Breaking Capacity: 20kA
• Class of Operation: gPV
• Minimum interrupting rating: 2 x ln
• Time constant: 1-3 ms

• Class of Operation: gPV
• Working Temperature: -40°C+90°C

• Class of Operation: gPV
• Minimum interrupting rating: 2 x ln
• Time constant: 1-3 ms

Technical Information APV-30L Series Fuse Holder & Fuse Links:

• Fuse Holder Size: 130.3 x 19.5 x 68.4mm • Fuse Size: 10x85mm

Accessories - DC Fuses and Fuse Holders

200

Transform
er 

E
quipm

ent
Locks

H
inges

A
ccessories

R
otary O

perating
H

andles
E

nclosures
H

andles
Index

Insulators




